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Infrared thermal

imagers: A primer for
HVAC technicians

Have you ever taken heat for an
expensive failure after having
performed routine maintenance?
Have you ever wished for a crys-
tal ball to see into the future or
just to see things your traditional
test equipment and eyes couldn’t
reveal? Compared to traditional
test equipment, thermal imag-
ers just may seem to have the
predictive qualities of a crystal
ball. By taking our visual sight
capabilities beyond the visible
spectrum to the radiated heat
spectrum, we begin to see pre-
dictive qualities that do indeed
foretell future likelihoods.

Figure 1. Thermal imagers offer a quick way to inspect equipment
for abnormally hot-spots, and piping for abnormally cool spots

Thermal Imagers operate in the
infrared spectrum and follow the
same laws as infrared (IR) ther-
mometers, but the similarity ends
there. IR thermometers report an
average “spot” temperature. IR
Thermal imagers are similar to
digital cameras and, in practi-
cal terms, may be thought of as
infrared cameras. An LCD display
shows a "movie” of the IR image
as the user selects the image,
focuses, then pulls the trigger to
record the image. In addition to
highlighting temperature varia-
tions and hotspots in real time
through the LCD display, Fluke
thermal imagers now include
IR-Fusion+* a technology that
fuses a visual, or visible light,
image with an infrared image
for better identification, analysis
and image management. Even
with that, the power of thermal
technology is not fully realized
until the recorded image is
downloaded to a computer,
analyzed with the provided
software, and saved in a com-
parative database along with
descriptions, notes and an actual
photograph to compare the IR
with the visual image. Within the
computer program, the image can
reveal specific spot temperatures,
a grid of temperature readings,
minimum-maximum-average
temperatures of a selected area of
the image, emissivity and reflec-
tivity can be adjusted, level and
gain can be adjusted, the palette
can be changed (color, grayscale,
or ironbow which is a smoother
edged color palette), and more.

Thermal imaging is gaining an
invaluable predictive and diag-
nostic reputation in industries
such as power distribution, plant
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maintenance, petro-chemical
plants and process applications,
to name a few. What industry is
more suited for thermal imag-
ing than the thermal dynamic
industry of HVACR? Dynamic heat
analysis of moving parts (Motors,
bearings, sheaves, belts), electri-
cal circuit quality (starters and
contactors, disconnects, fuses
and busses, electrical connec-
tions), duct heat loss or gain,
conditioned envelope heat loss
or gain, tracing membrane roof
leaks, compressor operating con-
dition (relative head, sump, suc-
tion, discharge temperatures and
unloader or hot gas bypass oper-
ation), analysis of steam traps,
radiators and convectors, radiant
loops, or any process that can
reveal the integrity of the process
by comparative temperatures.
The full range of HVACR applica-
tions for thermal imagers will
only be realized once they are

in the creative hands of HVACR
technicians.

Using a thermal imager

An HVAC technician interpret-
ing a thermal image is similar to
a doctor interpreting X-Rays or
MRI's. This may sound ominous,
but you already have the HVAC
knowledge and experience to
know what you are looking for.
Just add a few facts about the
nature of thermal imaging, and
you're home free.

IR radiation is just beyond the
visible radiation spectrum. Radi-
ated light is reflected off surfaces
or emitted from sources that
our eyes receive and our brain
interprets. IR radiation is heat
radiated by or reflected from a
material; radiation that our eyes

*The Fluke Ti20 comes with InSidelR™ analysis and reporting software with free updates

for the life of the product
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cannot see. Our skin is the best
sensor of IR radiation. We feel
the radiation from a fire. We feel
the radiation loss when standing
close to a cold wall. A thermal
imager interprets IR radiated or
reflected heat by assigning a
visible graduated color or gray
scale to a radiated portrait of the
scene. The color palette displays
hot spots as white with dimin-
ishing temperatures through
red-orange-yellow-green-blue-
indigo-violet to black being
cold. The gray scale palette also
shows hot spots as white with
diminishing temperatures through
progressively darkening shades
of gray to black being cold. This
allows us to see a visible rep-
resentation of the unseen IR
spectrum. What visibly looks like
a disconnect in good operating
condition may be revealed as the
L2 pole is operating 35 °F hotter
|red) than L1 pole (blue). Equal

close maybe, but not perfect.
Transmission through solids

can usually be ignored in field
work, with the exception being
glass and plastic films which are
referred to as "Non-Gray Bodies”.
This simplifies our working for-
mula to:

Emissivity = 1 - Reflectivity
Reflectivity is inversely propor-
tional to emissivity. The more an
object reflects IR radiation, the
less it emits. Reflectivity can be
relatively judged according to our
sight determinations of reflectiv-
ity. Polished chrome has a very
high reflectivity and low emis-
sivity. Brushed stainless steel
has less reflectivity and more
emissivity. Tarnished brass and
copper have even less reflectivity
with proportionately more emis-
sivity. Most painted surfaces have
very high emissivity and negli-
gible reflectivity.
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Figure 2. Fused power disconnect and corresponding infrared image.

loads, but different temperatures.
This disconnect has a problem
that couldn’t be seen. Yet the
thermal imager takes a "picture”
of the entire device and its elec-
trical connections with compara-
tive temperatures. All real world
materials absorb, reflect and
transmit IR radiation depending
on their physical properties.

IR radiation = Absorption +
Reflection + Transmission
Whatever IR radiation is absorbed
will be equally emitted. We do
not encounter materials in the
field that perfectly absorb and
emit all IR radiation. A material
that absorbs all IR radiation is
called a "Black Body” and has an
emissivity of unity (1). Most mate-
rials of interest that we encounter
are called "Gray Bodies” since
they are not perfect emitters,

“Qualitative vs.
quantitative™

Most thermal imaging tasks are
qualitative as opposed to quanti-
tative. Quantitative is accuracy of
temperature, while qualitative is
relativity of temperature. When
viewing a contactor for instance,
the interest is in the tempera-
ture difference of the 12 contact
points. Are the electrical connec-
tions all the same temperature
(T1-L1, T2-L2, T3-L3)? Are the
temperatures consistent between
the fixed and movable contacts
(T1C-L1C, T2C-L2C, T3C-L3C)?
Seeing one point of elevated
temperature directs us to a poor
electrical connection or failing
contactor points without being
concerned that the reported
temperature is off by some

percentage. Painted surfaces
have high emissivity and a very
small margin of quantitative
error. So our thermal image of
a compressor, motor, bearings,
steam traps, transformers, etc.
will tend to be fairly accurate
without taking the steps to fine
tune imager emissivity.

Adjusting emissivity

Thermal imagers have adjust-
ments for both emissivity and
reflectivity. Both are easy to mea-
sure and compensate for when
the need for quantitative readings
outweighs qualitative readings.
For emissivity adjustments, a
strip of black electrical tape can
be fastened to a surface and the
taped and untaped surfaces can
be measured with the imager.
The emissivity is adjusted until
the untaped surface temperature
equals the taped surface tem-
perature. For high temperature
surfaces, a contact temperature
probe can be used to measure
surface temperature, then the
emissivity can be adjusted until
the IR temperature equals the
contact temperature. Charts are
also available which list the
emissivity of various materials.

Reflectivity adjustments

For reflectivity adjustments,

a piece of aluminum foil is
crumpled, then straightened and
attached shiny side out to a piece
of cardboard. Crumpling the foil
creates a multi-faceted surface

to reflect radiation from all direc-
tions. The foil covered cardboard
is held in front of the target to
reflect ambient IR radiation. The
reflectivity is adjusted until the
temperature equals ambient air
temperature. Reflectivity is usu-
ally insignificant unless very high
temperatures are being radiated
in the vicinity of the target.

Level and gain

Level and gain represent the
expected target temperature
(level) and the differential from
target temperature (gain). If level
were set to 100 °F and gain were
set to 25 °F, then the tempera-
ture range would be limited to
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Figure 3. Figure 3: Qualitative measurements are fast for ducting, but accurate,
quantitative measurements require compensating for reflectivity.

15 °F to 125 °F. Thermal imagers
will automatically select the best
level and gain of the target. Set
at automatic, the imager displays
the highest and lowest tem-
perature values in the scene. The
minimum and maximum values
of the scene define the extremes
of the color palette. A white spot
would not necessarily indicate

a very high temperature, only
the highest temperature in the
scene. The highest temperature
in one scene may be 90 °F, while
another scene may have a white
spot indicating 250 °F, if that is
the highest temperature in that
scene. The palette is proportional
to the temperature range of the
scene, not a fixed value. A slight
relocation of the spot on the tar-
get can change the gradient dis-
play depending on the range of
temperatures now in the scene.
A semi-automatic setting will
allow an upper temperature limit
to be selected while the imager
automatically and continuously
recalculates the minimum scene
temperature. High and low tem-
perature alarms can be set so
that when temperatures approach
the limits of reliability, the user
can be notified graphically.

Some thermal imager
applications

Thermal Imagers can be used for
purposes where heat relation-
ships are meaningful and provide
very fast, multiple point tempera-
ture measurements of a scene.
They are ideal for moving targets
and machinery, hazardous and
inaccessible or distant targets,
electrical components, “big pic-
ture” evaluations of machinery or
surfaces, trending records, and

even protection against litigation
and insurance claims.

Keep in mind that thermal
imagers measure surface tem-
peratures only. The interpreter
of the images must understand
what is happening beneath those
surfaces in order to make accu-
rate judgments. Temperatures of
materials with differing emissivi-
ties within a scene will not report
temperature relationships equi-
tably. Digital photographs of the
same scene as the thermal image
are useful not only for scene
identification purposes, but also
to identify materials of differing
emissivities within the scene.

A few applications for thermal
imagers follow.

Duct leaks beneath insulation
or in walls

When ductwork is located exter-
nally to the conditioned envelope,
air leaks can present conditions
for pressure differentials across
the conditioned envelope, create
opportunities for moisture condi-
tions that support mold growth in
or on the ductwork or even hid-
den within walls. The effects are
similar to unbalanced ventilation
and exhaust air.

Figure &. Inspecting to locate air
leakage requires a 4 °F or higher
temperature difference bstween
inside and outside air, in order to
get accurate readings. Air leak-
age can be into the building, as
in the cold air shown leaking
through the floor, or out of it,

as in the warm air leaking out
alongside the chimney. Images
courtesy of Snell Infrared ©2005.
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® Air leaks from ductwork beneath
duct wrap insulation
o Initiate a heating or cooling
demand
Set emissivity to 0.2 for
foil faced insulation, or
0.95 for vinyl or PVC faced
insulation
Scan ductwork with
thermal imager
o Dynamic, real-time
temperature variations of
insulation surface will be
displayed and continually
updated as they occur
Indications of an air leak will
be displayed as an exireme
temperature at the point of
the leak, with temperature
gradation away from the leak
location to areas of ambient
temperatures
The imager can record
selected images of interest for
download, if desired
* Air leaks from ductwork behind
walls
o Make an initial imager scan
of walls concealing ductwork
with the system blower off
Start the blower and repeat
the initial scans
Compare results of the
blower-off to the blower-on
scans
Significant temperature
deviations may indicate return
leaks that are causing pres-
sure differentials within the
walls that encourage air and
moisture migration from out-
doors
o Start heating or cooling oper-
ations
Repeat the wall scans
o Even temperature gradients of
the wall that follows the duct-
work should be expected
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