
 

Model number FoodPro FoodProPlus

Application

Recommended Uses Food inspection, food service, HACCP programs Food inspection, food service, HACCP programs

Infrared/ Noncontact

Noncontact Temperature Range -30 °C to 200 °C (-25 °F to 390 °F) -30 °C to 275 °C (-25 °F to 525 °F)

Accuracy +/1 °C (2 °F) 0 °C to 65 °C (32 °F to 150°C) +/1 °C (2 °F) 0 °C to 65 °C (32 °F to 150°C)

Distance to Spot (D:S) 2.5:1 2.5:1

Sighting LED illumination LED illumination

Typical Distance to Target Up to 250 mm (10 in) Up to 250 mm (10 in)

Contact

Temperature Range   -40 °C to 200 °C (-40 °F to 390 °F)

Data Storage and Download

Special features

Material type adjustment (emissivity) Preset for food Preset for food

High and Low alarms Low and high out of safe range LEDs Low and high out of safe range LEDs

Sealing for liquid IP54 (hand washable, not submersible) IP54 (hand washable, not submersible)

Physical

Form Factor Pistol Pistol

Dimensions, approximate (H x W x D) 14.5 cm x 3 cm x 5 cm (5.25 in x 1.25 in x 2 in) 16.5 cm x 3 cm x 5.3 cm (6.5 in x 1.25 in x 2 in)

Battery AA 9V

Case Soft case Soft case

Warranty 2 years 2 years
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